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Foreword 
Thank you for choosing BYD e6A AUTO. For correct use and maintenance of your BYD e6A, please read this Manual carefully. 

BYD e6A is the first electric vehicle in China to use ET-Power as its power source. It has a complicated high-voltage and 
low-voltage wiring structure. Please do NOT disassemble any high-voltage cables and high-voltage electronic components or 
add any electrical appliances, such as an anti-theft system, central locking system, electric window system, audio equipment, 
etc. without permission; any failure incurred thereof will not be covered by the "Warranty" of BYD. 

Please follow the instructions where "Warning", "Caution" and "Tips" are indicated in this Manual to avoid the possibility of 
injury or damage. 
The notice types and their purposes are as follows:  

                      Safety Sign 

  

 
 

 
 
 

 

 

 

 
 
 
 

The illustrations provided in this manual are for reference only. 
BYD Auto Co., Ltd. reserves the right for revising technical characteristics and contents of this 
manual without prior notice. 

Thank you for choosing BYD e6A AUTO. Your comments and opinions are valuable and are warmly welcomed. 

WARNING 

Precautions to avoid severe personal injury or  

vehicle damage 

NOTE 

May possibly cause general personal injury or  

vehicle damage 

Tips 

Assist the owner use the vehicle more easily or skillfully The safety sign indicated 
above means "Do NOT do it" 
or "Do NOT let it happen". 
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WARNING 

In event of an accident 
 

V Pull off the emergency service switch 
beneath the console, and tow the vehicle 
away from the road. 

V To avoid personal injury, please do NOT 
touch any high-voltage cables, their 
connectors or any high-voltage 
component. 

V Do NOT touch any exposed electric wires. 
V If the battery pack on the vehicle chassis 

is damaged, and fluids leak or flow into 
other parts and components of the 
vehicle, please do not touch those fluids, 
because they might contain electrolyte 
from the battery pack. In event of battery 
leakage onto your skin or into your eyes, 
please flush immediately with plenty of 
water and consult a doctor. 

V In event of a vehicle fire, please 
extinguish it using a special fire 
extinguisher for electric fires. 

 

WARNING 

Precautions in Use of Pure Electric  
Vehicle (EV) 

The high-voltage DC power generated by the 
vehicle power battery is very dangerous, it 
may cause electric shock or severe burns, 
serious injury or even death. 

V To avoid personal injury, please do NOT 
touch the high-voltage cable (orange) or its 
connectors. 

V Please follow the instructions indicated on 
warning labels attached to the high-voltage 
components. 

V Please do NOT disassemble or replace any 
high-voltage components; such as motor 
controller located in the front motor 
compartment and high-voltage power 
distribution box in the trunk. 

V In emergency, you may pull off the 
emergency service switch beneath the 
console and keep the plug properly. Do 
NOT touch the socket with your hand or an 
uninsulated object. 



BYD e6A AUTO Owner's Manual 

 

 
Table of Contents 

Vehicle Performance Parameters of BYD e6A ..................................................................................................................... 1 
Chapter 1 Operation of Instruments and Controllers ....................................................................................................... 1-1 

1.1 Combination instrument .......................................................................................................................................... 1-1 
1.2 Doors and Keys .................................................................................................................................................... 1-15 

1.3 Seats, seat belts and airbags ................................................................................................................................ 1-37 

1.4 Steering Wheel and Rearview Mirror .................................................................................................................... 1-53 

1.5 Switch ................................................................................................................................................................... 1-59 

1.6 Automobile Multimedia System ............................................................................................................................. 1-69 
1.7 Air Conditioning System ........................................................................................................................................ 1-79 

1.8 Other Equipment ................................................................................................................................................... 1-91 
Chapter 2 BYD e6A Operation and Driving ....................................................................................................................... 2-1 

2.1 e6A Operation Tips ................................................................................................................................................. 2-1 

2.2 Starting and Driving ............................................................................................................................................... 2-11 

Chapter 3 Emergency Treatment ....................................................................................................................................... 3-1 
Chapter 4 Vehicle Service & Maintenance ........................................................................................................................ 4-1 

4.1 Anti-corrosion and Auto Exterior Maintenance ........................................................................................................ 4-1 

4.2 Maintenance Instructions ........................................................................................................................................ 4-9 

 

 

 



BYD e6A AUTO Owner's Manual 

 

Chapter 5 Self-maintenance ............................................................................................................................................... 5-1 

5.1 Foreword  .............................................................................................................................................................. 5-1 

5.2 Motor and Chassis .................................................................................................................................................. 5-7 

5.3 Electric Appliance ................................................................................................................................................. 5-17 
5.4 Part Specifications ................................................................................................................................................ 5-25 

 



BYD e6A AUTO Owner's Manual 

1 

Vehicle Performance Parameters of BYD e6A 

Product Model e6A e6B 

Dimensions 

Length             mm 4560 

Width              mm 1822 

Height             mm 1630/1723 (with antenna) 

Wheelbase                                       mm 2830 

Tread 

Front              mm 1556 

Rear              mm 1558 

Curb Weight                                       kg 2315 

Gross Weight                                      kg 2690 

Tire Size 225/65R17 or T145/90R17 (spare tire) 

Approach Angle                              (degree) 21 (e6A) 20 (e6B) 

Departure Angle                             ° (degree) 25 (e6A) 32 (e6B) 

Front Overhang                                   mm 920 
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Rear Overhang                                   mm 810 

Seating Capacity 5 

Maximum speed                                  km/h 
Ó 140 

Ó 160 

Motor Model BYD-TYC120A 

Type Permanent magnetic synchronous motor 

Maximum output power                            kw 120 

Maximum torque                                  Nm 450 

Maximum Gradeability                              % Ó 30 

100 km energy consumption *             kWh/100 km 
Ò 15 (Constant speed metering method 60 km/h) 

Ò 20.5 (Working condition method) 

The actual power consumption depends on factors such as car and road conditions, driving patterns, etc. 
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Vehicle Identification of BYD e6A 
The vehicle identification number (VIN) is marked on the beam of co-driver's seat. A flexible label is available on the lower left of front windshield. The 

VIN is also marked on the vehicle nameplate to facilitate the owner's registration. 
 
 

VIN identification:  

 

VIN plate 

-- Lower left corner 
of the front 
windshield 

 

 

Vehicle Identification Number (VIN) 
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Other signs and warnings: 

Front nameplate 

-- On the guard 
plate of right shock 
absorber inside the 

motor 
compartment 

 

 

Warning sign of 
cooling fan 

-- In the middle of 
front beam of front 

motor 
compartment 
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Indication sign of 
motor coolant 

-- On the front 
beam of motor 

compartment, right 
opposite the 
coolant filler 

 

 

Warning sign of 
the air 

conditioning 
system 

-- On the sheet 
metal above the 

shock absorber on 
the rear right of 

front motor 
compartment and 

behind the 
air-conditioning 

pipe bracket 
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Transparent 
warning label on 
the windshield 

-- On the upper 
right corner inside 

the front 
windshield 

 
 

SRS airbag label 

-- On the reverse 
of left sun visor 

 

 

 

Safety Precautions 
This car is equipped with an airbag system 
¶ Do not place children on front seats in 

rear facing child seats; it is recommended 
that children below 12 years old be 
seated in rear seats for safety. 

¶ Please fasten your seat belt properly and 
keep an appropriate distance from the 
airbag. 

¶ Do NOT squeeze, pierce or disassemble 
the airbag without permission. 

¶ Do NOT repair the airbag without 
permission or use thermal energy or 
electric power not mentioned in the 
service manual. 

¶ Please refer to this Manual for other 
safety precautions. 

Precautions: 
Please read this Manual carefully before use. 
a. When warning lamps on the instrument panel 

light up, please drive the car to a BYD  
authorized service station for inspection. 

b. This car is equipped with SRS (airbag system) 
and seat belt pretensioning system. Please 
abide by the following precautions: 

c. SRS is an auxiliary device for seat belts, which 
is provided to ensure safety in event of an 
accident while driving. Please fasten your seat 
belt properly and maintain a correct posture! 

d. Do NOT touch any part relating to SRS without 
permission. 

e. Do NOT put any article above SRS or between 
SRS and the seat. 

f. If SRS warning lamp lights while driving, please 
drive the car to a BYD authorized service 
station for inspection in time. 

g. A regular inspection should be conducted to 
maintain the performance of SRS. The first 
inspection should be carried out on the 10th 
anniversary from the installation date, and 
afterwards a regular inspection should be 
conducted once every 5 years. 

h. Please read this Manual for details about SRS. 
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Indication sign of 
air filter for 

air-conditioning 
system 

-- Posted on the 
right cover of 

instrument panel 

 

 

Warning sign of 
service switch 

-- Inside the central 
storage box 

 
 



BYD e6A AUTO Owner's Manual 

8 

Anti-theft system 
label 

-- On the lower 
inner side of front 

door glass 

 
 

Tire pressure 
indication sign 

-R17 

-- Below the lock 
ring of left front 

door 
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Warning sign for 
auxiliary 

passenger airbag 

-- On the right side 
of the instrument 

panel 

 
 

Fuse label 

-- Inside the lower 
guard plate of the 

left A pillar 
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Warning sign for 
power battery 

-- On the sheet 
metal underneath 

the rear seats 

 

 

Indicator sign for 
child protection 

device 

-- Below the rear 
door striker 

 

 

Note Child safety lock 

Internal high voltage/Alkaline electrolyte 

The car is equipped with an FE battery. 
 

¶ The in-car power supply should be repaired by a qualified 

techinician. Improper repair may result in injuries; 

¶ Avoid contact of alkaline electrolyte with skins, eyes and 

clothes. In case of an accident, flush with water and get 

immediate medical attention; 

¶ Do not expose the FE battery to open flame or burn it; 

¶ Please make sure you read the Service Manual before 

repairing or replacing the FE battery; 
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Battery charging 
warning sign 

-- On the lower 
surface of charging 

socket 
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Chapter 1  

Operation of Instruments and Controllers 

Combination instrument 

Instrument Panel Appearance ...................................... 1-2 

Combination Instrument Appearance ........................... 1-4 
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Instrument Panel Appearance 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

1. Brake pedal 

2. Motor compartment latch cable   

3. Parking pedal 

4. Power window switch 

5. Power door lock switch 

6. Power rear view mirror control switch (optional) 

7. Headlight adjustment switch (optional) 

8. Air duct adjustment knob 

9. Side air vent 

10. Front driver airbag 

11. Central air vent 

12. Combination instrument 

13. Front passenger airbag 

14. Side air vent 

15. DVD display screen (optional) 

16. Gear shift handle 

17. Air-conditioning control panel 

18. Cigar Lighter 

19. Switch Group 

20. Door light 

21. In-car mobile phone (optional)  

22. Central glove box 

23. DVD/CD player 
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Switch Group 
 
 

 
 
 

 
 
 
 
 
 

 
 
 
 

 

1. Mileage changeover switch         

2. Backlight brightness adjustment switch   

3. Power/economy mode changeover switch 

4. Emergency warning light switch 

5. Clock adjustment switch 

6. Reversing radar power switch (optional) 
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Combination Instrument Appearance 

 

Indication Signs on the Combination Instrument 

Items marked with "*" are service reminder indicators. Refer to "Service reminder indicators and warning buzzers" in Section 1-5 for details. 

 
Braking system Malfunction Indicator * 

 
Door/Trunk Status Indicator * 

 
Seat Belt Indicator * 

 
SRS Malfunction Indicator * 

 
DC Warning Indicator *  Width-indicating Light Indicator 

 Front Fog Light Indicator  High Beam Headlight Indicator 

 ABS Malfunction Indicator *  Rear Fog Light Indicator 

 
Motor Coolant Overheat Indicator * 

 
Power System Malfunction Indicator * 

 
Turn Signal Light Indicator 

 
Anti-theft Indicator 
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EPS Malfunction Indicator 

 
Power Battery Overheat Indicator * 

 
Power Battery Charging Connective Indicator * 

 
Power Battery Low Power Indicator * 

 
READY Indicator * 

 
Power Battery Fault Indicator 

 
Motor Overheat Indicator * 

 

Reversing radar information 

 
Smart key, key position indicator 

 
Front passenger airbag on and off indicator * 

 
Sport mode indicator   
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Speedometer 

 

 

This meter will indicate the vehicle speed 

while the power switch is on 

 

 

 

 

 

 

 

 

Battery power meter 

 

This meter will indicate the remaining power 

of the power battery while the power switch is 

on. The indication is symmetrical on both left 

and right sides and changes simultaneously.  

Tips 

The power battery must be charged as 

soon as possible when the indicator bar has 

entered or is going to enter into the red 

zone. 

 

Power meter 

 

The power meter indicated the power of the 

vehicle in kw. 

The power indication might be negative while 

the vehicle is driving downhill or running on 

inertia. That is a normal condition. 
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Odometer and Dual Trip Odometer 

 

 

This screen displays the following 

information. 

a. Odometer - display the total mileage of the 

car. 

b. Dual Trip Odometer - display the different 

mileages since the two trip odometers 

were reset to zero respectively. 

You can use one to calculate remaining 

battery power (TRIP A) and use the other to 

record the mileage of each trip (TRIP B). 

c. Trip odometer reset button - reset the 

reading of the dual trip odometer to zero; 

rotate the display. 

 

To rotate the display of the odometer, press 

and then release the switch quickly. For each 

press, the meter display will rotate from 

odometer to Trip A, from Trip A to Trip B, or 

from Trip B to odometer. 

   To reset a trip odometer to zero, first switch the 

information displayed on the screen to the 

desired reading (Trip A/Trip B), and then press 

the button until it is reset to zero. 

 

 

Remaining Mileage Meter 

 

 

The remaining mileage is the driving distance 

that can be supported by the remaining power, 

which is calculated based on the remaining 

power and the vehicle operating conditions. 

 

Tips 

Please charge the vehicle promptly when 

the power indicator bar has dropped into 

the red zone. 

 

 

 

 



BYD e6A AUTO Owner's Manual 

1-8 Operation of Instruments and Controllers 

Service Reminder Indicators & Warning Buzzers 

If an indicator comes on or the buzzer buzzes What to do 

(a) 
 

If the parking brake is not applied, please stop the car immediately and contact a BYD 

authorized service station. 

(b) 

 

 

(Indicator and buzzer) 

Fasten the driver's safety belt. 

(c) 

 

Send the car to a specified service station. Please contact a BYD authorized service 

station. 

(d) 
 

Send the car to a specified service station. If the braking system warning light also 

illuminates, please contact a BYD authorized service station. 

(e) 

 

Close all doors. 

(f) 

 

Contact a BYD authorized service station. 
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If an indicator comes on or the buzzer buzzes What to do 

(g) 
 

Please drive the car to a specified service station, and park the car to let the power motor 

cool down. Please contact BYD staff in event of frequent occurrence. 

(h) 
 

Please drive the car to a specified service station; Please contact BYD staff for inspection. 

(i) 
 

Please drive the car to a specified service station if such a fault is detected; check whether 

the coolant is sufficient and park the car to let the power motor cool down. Please contact 

BYD staff in event of frequent occurrence. 

(j) 
 

Please drive the car to a specified service station; please contact BYD staff. 

(k) 
 

Please send the car to a specified service station; please contact BYD staff. 

(l) 

 
Please drive the car to a specified service station; Please contact BYD staff for inspection. 

(m) 
 

The power battery must be charged. 

(n) 
 

The vehicle is ready to drive; pay attention to the surrounding conditions. 

(o) 

 
Turn on the airbag for the front passenger seat if that seat is occupied by an adult. 
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(a) Braking system Warning Light 

This light will come on in the following 

conditions when the power switch is at "ON" 

position. 

ǻ When the brake fluid level is low. 

ǻ When the parking brake is applied. 

ǻ When there is a fault with the vacuum 

pressure. 

ǻ When there is an EBD fault. 

ǻ When the brake fluid level is low. 

Tips 

It is very dangerous to continue to drive 

while the brake fluid level is low. 

Please have the vehicle inspected by a BYD 

authorized service station in the following 

conditions: 

ǻ When the power position is "ON", this light 

does not come on even if the parking 

brake is applied. 

ǻ When the parking brake is released, this 

light keeps turning on even if the power 

position is switched to "ON. 

The instantaneous flashing of the warning 

light during operation is a normal condition. 

(b) Seat Belt Indicator 

This indicator light will remind the driver to 

fasten the seat belt. 

When the ignition key is turned to "ON" 

position, this indicator light will come on if the 

driver's seat belt is not fastened. The light will 

remain on unless the driver's seat belt is 

fastened. 

(c) DC fault warning light 

The function of this light is to warn of the 

operating condition of the DC module. 

If this light comes on while driving, it suggests 

that there is problem with the DC system. 

Turn off the A/C system, fan and radio, etc. 

Drive the vehicle to the nearest BYD service 

station for repair. 

Tips 

Please park the vehicle in the safe place 

immediately and contact a BYD service 

station if any of the following conditions 

occur. 

ǻ When the power position is ON, this 

light does not go off even if the parking 

brake is released. 

That might indicate that the brake does 

not work properly and the braking 

distance will be extended. Step on the 

brake pedal with force to stop the vehicle. 

ǻ The braking system warning light 

remains on while the ABS warning light 

comes on. 

The anti-lock braking system will not 

work when braking and the vehicle will 

also become extremely unstable in such 

a condition. 
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(d) "ABS" warning light 

This light will come on when the power 

position is switched "ON". It will go out in a 

few seconds if the ABS system is working 

properly. This light will come on again if there 

is a fault with the system. 

When the "ABS" warning light comes on (and 

the braking system warning light is off), the 

ABS system will not work but the braking 

system will still work normally. 

When the "ABS" warning light comes on (and 

the braking system warning light is off), the 

wheels will lock in event of emergency 

braking or braking on a slippery road because 

the ABS system will not work. 

If any of the following conditions occur, it 

suggests that there is a fault with the 

components monitored by the warning 

indicator system. Please contact a BYD 

service station for an inspection of the vehicle: 

ǻ This light does not come on or remains on 

when the power is switched to "ON" 

position. 

ǻ This light comes on while driving. 

The instantaneous flashing of the warning 

light during operation is a normal condition. 

Tips 

If the "ABS" warning light is still on when the 

braking system warning light comes on, 

please park the vehicle in a safe place 

immediately and contact a BYD service 

station. 

The anti-lock braking system will not work 

when braking and the vehicle will also 

become extremely unstable in such a 

condition. 

 (e) Door ajar warning light 

This light will remain on until all the doors are 

closed properly. 

(f) SRS Warning Indicator* 

This light will come on when the power is 

switched to "ON" position. It will go off in 

approximately 5 seconds, which indicates 

that the airbag system is working properly. 

The warning indicator system monitors the 

airbag ECU, collision sensor, air inflation 

device, wiring and power supply. 

If any of the following conditions occur, it 

suggests that there is a fault with the 

components monitored by the warning 

indicator system. Please contact a BYD 

service station for an inspection of the 

vehicle: 

ǻ This light does not come on or remains on 

when the power is switched to "ON" 

position. 

ǻ This light comes on or flashes while driving. 
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(g) Motor Coolant Overheat 

Indicator 

When this light comes on, it means that the 

motor coolant temperature is too high. The 

vehicle must be stopped to let the motor cool 

down. 

The motor may get overheated in the 

following operating conditions: 

ǻ Driving uphill for a long distance in hot 

whether. 

ǻ Frequent sudden braking and harsh 

acceleration. 

ǻ When the vehicle is used to tow another 

one. 

(h) Power System Malfunction 

Indicator 

This light will come on when the power 

position is switched "ON". It will distinguish in 

a few seconds if the power system works 

properly. This light will come on again if there 

a fault with the system afterwards. 

If any of the following conditions occur, it 

suggests that there is a fault with the 

components monitored by the warning 

indicator system. Please contact a BYD 

service station for an inspection of the 

vehicle: 

ǻ This light does not come on or remains on 

when the power is switched to "ON" position. 

ǻ This light comes on while driving. 

The instantaneous flashing of the warning 

light during operation is a normal condition. 

NOTE 

Do not drive the vehicle while the warning 

indicator is on - even for a  short distance. 

Otherwise the motor could be damaged. 

 

 (i) Motor Overheat Warning 
Indicator 

When this light comes on, it means that the 

motor temperature is too high. The vehicle 

must be stopped to let the motor cool down. 

The motor may get overheated in the 

following operating conditions: 

ǻ Driving uphill for a long distance in hot 

whether. 

ǻ The vehicle stops and starts frequently in 

jammed traffic; frequent harsh 

acceleration and sudden braking; or the 

vehicle keeps running for a long time 

without a break. 

ǻ When the car is used to tow another one. 

(j) EPS Malfunction Indicator 

This light will come on when the power 

position is switched "ON". It will go out in a 

few seconds if the EPS system works 

properly. This light will come on if there a fault 

with the system. 
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If any of the following conditions occur, it 

suggests that there is a fault with the 

components monitored by the warning 

indicator system. Please contact a BYD 

service station for an inspection of the 

vehicle: 

ǻ This light does not come on or remains on 

when the power is switched to "ON" position. 

ǻ This light comes on while driving. 

The instantaneous flashing of the warning 

light during operation is a normal condition. 

Tips 

Please park the vehicle in a safe place 

immediately and contact a BYD service 

station if the following conditions occur. 

ǻ This light does not come on or remains 

on when the power is switched to "ON" 

position. 

That means that the EPS system may 

not work properly; please park the 

vehicle in a safe place immediately. 

ǻ This light comes on while driving. 

 (k) Power Battery Fault Indicator 

If this indicator comes on, it suggests that 

there is a fault with the power battery. Please 

contact a BYD service station as soon as 

possible for an inspection of the vehicle. 

 (l) Power Battery Overheat 
Indicator 

When this light comes on, it means that the 

power battery temperature is too high. The 

vehicle must be stopped to let the battery cool 

down. 

The power battery may overheat in the 

following operating conditions: 

ǻ Driving uphill for a long distance in hot 

whether. 

ǻ The vehicle stops and starts frequently in 

heavy traffic; frequent harsh acceleration 

and sudden braking; or the vehicle keeps 

running for a long time without a break. 

ǻ When the vehicle is used to tow another one. 

 (m) Power Battery Charging 

Connection Status Indicator 

This light will come on when the power 

battery is nearly out of power. The power 

battery must be charged as soon as possible. 

 (n) READY Indicator 

This light indicates that all the vehicle 

systems are in a proper condition and the 

vehicle is ready to go. 

(o) Front passenger airbag on 

and off indicator 

If this indicator comes on, it means that the 

airbag system at the front passenger seat is 

in the off status. 
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Tips 

ǻ Please turn on the airbag system for the 

front passenger seat when that seat is 

occupied by an adult to ensure the 

safety of the passenger. 

ǻ Please turn off the airbag system for the 

front passenger seat when that seat is 

occupied by a child to ensure the safety 

of the passenger, because inflation of 

the airbag might cause injury to the 

child. 
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Keys 

 

Intelligent Keys and Mechanical Keys 

1. Intelligent Key - used to open/lock all doors 

and available in two types: electronic 

intelligent key and card-type intelligent key. 

Electronic intelligent key can be used to 

open/lock doors, make an emergency 

alarm and search for the car at a distance. 

2. Mechanical key (in electronic intelligent key 

and car-type intelligent key) - is used to 

open/lock doors and trunk. 

 

 
  WARNING 

ǻ People with heart pacemakers and 

defibrillators must be kept away from the 

antenna of intelligent access and starting 

system, as the electromagnetic wave 

may affect normal use of these devices. 

For information on the position of the 

antenna, please refer to "Antenna 

Position" in this section. 

ǻ Drivers with heart pacemakers and 

defibrillators and people using other 

medical electronic devices must ask 

manufacturer about the dangers of 

interference to these device posed by 

electromagnetic waves. Electromagnetic 

wave may cause unexpected results to 

these devices. 
  

NOTE 

Pay attention to the following items when 

using intelligent keys: 

É Do not attach any object which may 

block electromagnetic waves (such as 

a metal container) to the key. 

É Do not knock the key forcibly on other 

projects. 

 

É Do not place the intelligent key in high 

temperature, direct sunlight or on 

motor hood for a long time. 

É Do not clean the key in water or an 

ultrasonic washer. 

É Do not put the intelligent key near any 

device which may produce 

electromagnetic wave, such as a cell 

phone. 

 

 

Using the Mechanical Key inside the 

Electronic Intelligent Key 

To use mechanical key in electronic intelligent 

key, pull down the switch to release the key as 

shown in the figure. Make sure to put back the 

mechanical key after use. 
















































































































































































































































































































