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Preface 

Thank you for choosing BYD L3AUTO. For better use and maintenance of your BYD L3, please do read this manual carefully. 
BYD L3 adopts electrical fuel injection (EFI) engine with complicated wiring structure. Please do NOT add electrical 
appliances, such as anti-theft systems, central controlled door locks, power window, audio equipment, etc. to BYD L3 without 
permission; otherwise any failure caused by it will not be covered by the ñWarranty" of BYD. 
Please follow strictly the instructions where ñSafety Friendly Tipsò and ñAuto Damageò are indicated in this manual to avoid the 
possibility of injuries or damages.  
The notice types and their purposes are as follows 
 

WARNING 

Precautions to avoid vehicle damage or personal injury 

 

NOTICE 
Precautions to be followed to make maintenance easier 

 
The illustrations provided in this manual are for reference only. 
 
 
 
 
 
 
BYD Auto Co., Ltd. reserves the right for revising technical characteristics and contents of this manual without prior notice. 
Your valuables comments and opinions will be warmly welcomed. 
 

Safety Sign 

 

The safety sign indicated by the 
figure above means ñDo NOT do itò 
or ñDo NOT let it happenò. 
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Overall Unit Parameters of BYD L3  
(* actual fuel consumption depends on factors such as car and road conditions, driverôs habit, etc. ) 

Product Model 1.5L MT 1.8L CVT 

Dimensions 

Length    mm 4568 

Width     mm 1716 

Height    mm 1480 

Wheelbase                mm 2615 

Track 
Front     mm 1486 

Rear     mm 1466 

Curb Weight               kg 1205 1180 1205 

Gross Weight              kg 1580 1555 1580 

Tire Size 195/60 R15 88H 

Approach Angel            ° 17.6ò 

Departure Angel            ° 18.6ò 

Front Overhang            mm 943 

Rear Overhang            mm 1010 

Seating Capacity 5 

Maximum speed           km/h 170 175 

Engine Model 4G15S BYD473QB BYD483QA 

Type 
In-line 4-cylinder, 16-vavle, 

water-cooled, natural air inflow 
In-line, transverse, 

SOHC 
In-line 4-cylinder, 

water-cooled, DOHC 

Displacement             L  1.488 1.488 1.839 

Engine Rated Power       kw 78 (rated value) 79 90 

Maximum Gradeability     % Ó30 Ó30 Ó35 

http://www.iciba.com/rated/
http://www.iciba.com/value/
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Vehicle Identification of 
BYD L3 
Vehicle Identification Number 
 

 

 

 

Two vehicle identification number 
labels are posted respectively in the 
engine compartment and on the left 
upper side of the instrument panel as 
shown in the above figure. The 
vehicle identification number, which is 
used for user registration, is also 
marked on the manufactory 
nameplate 2.  

 

 
 

 

 

 

 

Figure above shows the fuel grade 
indication sign, which is posted on the 
inner side of the fuel lid. 

 

 
 

1. Indication sign of engine coolant 
2. Warning sign of the air 

conditioning system  
3. Warning sign of cooling fan 
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Figure above shows the indication 
sign of the child protection device, 
which is posted below the child 
protection lock on the back of the rear 
vehicle door. 
 

 

 
 

Figure above shows the indication 
sign of tire pressure, which is posted 
below lock ring of the left front door.  

 

 

 

 

Engine Number 

 
 

The engine number is marked on the 
engine cylinder body as the figure 
above shows. 
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Chapter 1 
Section 1 

Operation of Instruments and Controllers 
 

Instrument Panel Appearance 
 
Instrument Panel Appearance ........................................................... 1-2 
Combination Instrument Appearance ................................................ 1-4 
Indication Signs on the Combination Instrument ............................... 1-5 

 
 
 
 



BYD L3 AUTO Ownerôs Manual 

 

1-2 Instrument Panel Appearance  

Instrument Panel Appearance 
1̈Side vents 

2̈Combination Instrument          

Assembly 

3̈Reverse radar switch and Front 

passenger seat belt indicator 

4̈Central Air Outlet  

5̈Front Interior Light and Switch 

Assemly (optional) 

6̈Power Window Switch 

(optional) 

7̈Right Glove Box 

8̈Auxiliary instrument panel 

9. Parking Brake Hand grip 
Assembly 

10̈Gear Shift Handle (MT) 

11̈Audio system  

12̈A/C control panel 

13. 2# Switch Group 
14. Central door lock switch 
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Interior Switch Buttons 
1̈Left Combination Switch 

2̈Right Combination Switch 

3̈Reverse radar switch 

4̈Emergency Warning Light Switch 

5̈A/C controler  

6̈Auxiliary box 

7̈Audio system 

8̈Starting button 

9̈Front Headlight Adjustment Switch 

10̈Burglar alarm indicator 

11̈Power Exterior Rear-view Mirror Switch 

12̈Rear Fog Light Switch 
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Combination Instrument Appearance 
 

 
1.Tachometer                    2.Speedometer                     3.Water Thermometer 
4.Odometer                     5.Fuel Gauge                       6. Information Display 
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Indication Signs on the Combination Instrument 

 
Braking System Warning Light * 

 
Door Open Warning Indicator* 

 
Seat Belt Indicator* 

 
SRS Warning Indicator* 

 
Battery Discharging Indicator* 

 
Width-indicating Light Indicator  

 
Low Engine Oil Pressure Indicator * 

 
High Beam Headlight Indicator 

 
Engine Fault Indicator* 

 
Turn Signal Light Indicator 

 

Smart yey System Key Position 
Indicator*  

Front Fog Light Indicator 

 
ABS System Indicator * 

 
Rear Fog Light Indicator 

 Service Indicator* 
 

Main Warning Light* 

Items marked with ñ*ò are maintenance indicators. Refer to ñMaintenance indicators and warning buzzersò in Section 1-5 for 
details. 
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Chapter 1 
Section 2 

Operation of Instruments and Controllers 
 

Keys and car door 
 
Keys .................................................................................................. 1-8 
Intelligent Access and Starting System ........................................... 1-15 
Front Door ....................................................................................... 1-20 
Power windows ............................................................................... 1-22 
Luggage compartment Lid .............................................................. 1-24 
Engine Hood ................................................................................... 1-24 
Anti-theft System ............................................................................. 1-25 
Fuel tank cap ................................................................................... 1-26 
Start Engine .................................................................................... 1-27 
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Keys 
 

 
 
Intelligent Keys and 
Mechanical Keys 
1. Intelligent Key ï used to open/lock 

all doors and available in two types: 
electronic intelligent key and 
card-type intelligent key. Electronic 
intelligent key can be used to 
open/lock doors, make emergency 
alarm and search for car at distant 
place. 

2. Mechanical key (in electronic 
intelligent key and car-type 
intelligent key) ï is used to 
open/lock doors and trunk. 

 
 

WARNING 

ǒPeople with heart pacemaker 
and defibrillator shall be kept 
away from antenna of intelligent 
access and starting system, as 
electromagnetic wave may affect 
normal use of these devices. For 
information on position of the 
antenna, please refer to ñAntenna 
Positionò in this chapter. 
ǒDrivers with heart pacemaker 
and defibrillator and people using 
other medical electronic devices 
shall inquire manufacturer about 
interference posed by 
electromagnetic wave to these 
device. Electromagnetic wave 
may cause unexpected results to 
these devices. 

 

NOTICE 
É Pay attention to the following 
items when using intelligent keys: 
É Do not attach any object 
which may block electromagnetic 
wave (such as metal container) to 
the key.  
É Do not knock the key forcibly 
on other projects. 

É Do not place the intelligent 
key in high temperature, direct 
sunlight or on engine hood for 
long time.  
É Do not clean the key in water 
or ultrasonic washer. 
É Do not put the intelligent key 
near any device which may 
produce electromagnetic wave, 
such as a cell phone. 

 

 
Using Mechanical Key in Electronic 
Intelligent Key  
To use mechanical key in electronic 
intelligent key, pull down the switch to 
release the key as shown in the figure. 
Make sure to put back the mechanical 
key after use. 
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Using Mechanical Key in Card-type 
Intelligent Key  
 
To use mechanical key in card-type 
intelligent key, pull out the key as 
shown in the figure. Make sure to put 
back the mechanical key after use. 
 

 

Key Number Plate 
 
The key number is indicated on the 
number plate, which shall be kept 
separately at a safe place. 
If the key is lost or you need to make 
a spare key, BYD service station can 
reproduce a key according to the key 
number.  
It is recommended to take note of the 
key number and keep it at a safe 
place. 

Wireless Remote Control 
 

 
 
Electronic Intelligent Key  

 
1. Lock UP Switch 
2. Unlock Switch 

3.  switch  
4. Mechanical key 
5. Indicator 
 
Wireless remote control system is 
designed to open/lock all side doors 
at a distance of some 1m from the car 
together with some additional 
functions. It is available only on 
electronic intelligent key. 
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When operating, please press the 
switch slowly and firmly.  
Electronic intelligent key includes 
electronic components. Please follow 
the following instructions to avoid any 
damage to the key.  

 ̧ Do not place the key in high 
temperature, such as on the 
instrument panel. 

 ̧ Do not disassemble it. 
 ̧ Do not knock the key forcibly 

and drop it to ground. 
 ̧ Do not submerge the key in 

water. 
 
You can register spare keys for the 
car. For more detailed information, 
please contact BYD service station. 
If the electronic key cannot function 
well in normal operation range, or 
when the indicator on the key is dim 
or off: 

 ̧ Check whether there is radio 
station or transmitter nearby 
which may interfere with the key. 

 ̧ Battery may have depleted. 
Check the battery in the key. To 
replace the battery, please see 
ñReplace Battery of Electronic 
Intelligent Keyò. 

If you lose the electronic intelligent 
key, please contact BYD service 
station as soon as possible to prevent 
the car from stealing.  
 
Locking Operation 
 

 
 
 
 
 
 
 
 
 
 
 

Unlocking Operation 
 

 
 
To lock/unlock all doors at the same 
time, press down the switch on the 
key slowly and firmly. 
 
Lock: press down locking switch to 
lock up all doors. The turn signal lights 
will flash once. 
 
Check whether all doors have been 
locked up firmly. 
 
If any door is still open, use lock-up 
switch to unlock all door locks. When 
unlocking, the turn signal lights will 

Unlock 

Lock 
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not flash but the warning buzzer 
beeps once. 

Finding Car Operation

 
Unlock: press down unlocking switch 
to unlock all doors. The turn signal 
lights will flash twice. 
 
If power supply is at ACC or ON, the 
doors cannot be opened/locked by 
the key.  
 
When unlocking all doors with 
electronic intelligent key, even if the 
doors are not opened, the interior 
lights will be turned on and remain on 
for 15 seconds before going out. 
 
When using electronic intelligent key 
to unlock doors, please pull open a 
door manually in 30 seconds. 
Otherwise all doors will be locked up 
automatically. 
If you press and hold the 
locking/unlocking switch, the key will 
not function repeatedly. You must 
release the switch first for repeated 
operation. 
 
 
 

 

 
 
When the car is under anti-theft state, 
press down locking switch and the car 
will give out a long sound with the 
turning signal lights flashing for 15 
seconds. When you can not find your 
car, this function is useful to locate it. 
 
Under searching state, press the 
locking switch again to enter the 
search state for the second time. 
 

Switch 
 

Long press  switch for 2 seconds, 
the car will give out intermittent 

warning sound with turn signal lights 
flashing. The warning sound will last 
for some 30 seconds, if you want to 
stop warning earlier, press unlocking 
switch once or long press the switch 
again. (Do not press this switch in 
driving.) 
 
Replace Card-type Intelligent Key 
Battery 
 
The replacement of card-type key 
battery is simple and you can do it by 
yourself. You shall use CR2025 
lithium battery or equivalent for 
replacement. 
 

WARNING 

Pay close attention to prevent the 
battery from being swallowed by 
children. 
 
 
 
 
 
 

Finding car 
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NOTICE 

É Only use batteries 
recommended by BYD service 
station or their equivalent for 
replacement. 

É Dispose depleted battery 
according to local laws. 

 
Replace the card-type intelligent 
key battery in the following steps. 
 
1. Pull out the mechanical key in the 
arrow direction. 
 

 
 

2. Take out battery. 
 

 
 
3. Inset the new battery into the 
intelligent key, and then put back the 

mechanical key. 
 

Note 
É Make sure the poles of 

battery are installed properly. 
É Do not operate battery with 

wet hands, which may cause 
rusting. 

É The card-type key is not 
waterproof; do not let water 
enter it. 

 
After battery replacement, check 
whether the card-type intelligent key 

can work normally. If it still cannot 
work, please contact BYD service 
station. 
 
Specification of Card-type 
Intelligent Key 
 
Frequency range: 314.9-315.1 MHz 
Emission power: Ò5500 ɛV/m 
Spurious emission threshold: 
Ò610ɛV/m 
Bandwidth: Ò300 kHz 
 

Note 

É Without permission, do not 
alter the emission frequency, 
increase the emission power 
(including but not limited to 
adding emission frequency 
amplifiers), equip external 
antenna or use other 
emission antennas. 

É Use of the electronic 
intelligent key should not 
produce any harmful 
interference to any legal 
wireless communication 
services; stop use of it 
immediately if any 
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interference is found and do 
not use it until the 
interference has been 
eliminated. 

É When using a micropower 
radio device, it must 
withstandby interference of 
radio services and radiation 
interference from industrial, 
scientific and medical 
devices.  

É 

intelligent key near aircrafts 
or airports. 

 
Replace Electronic Intelligent Key 
Battery 
 
Replacement of the battery may 
damage the key. It is recommended to 
have BYD service station replace the 
battery. If you have to replace it by 
yourself, please use flat screwdriver 
and CR1632 lithium battery or 
equivalents. 
 
 
 
 

WARNING 
Pay close attention to prevent the 
battery or components from being 
swallowed by children. 
 

NOTICE 
É Do not touch the circuit with 

hands, otherwise the static 
produced may damage the 
key. 

É Do not leave out any 
components when replacing 
the key battery. 

É Only use batteries 
recommended by BYD 
service station or their 
equivalent for replacement. 

É Dispose depleted battery 
according to local laws. 

 
Replace the electronic intelligent key 
battery in the following steps. 
 
 
 
 
 
 
 

 
 
1. Pull down release switch and take 
out mechanical key. 
2. Open electronic key cover with a 
flat screwdriver or similar tools. 
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3. Remove the depleted electronic 
intelligent key with a flat screwdriver 
or similar tools. Insert the tool into 
guide groove and apply force in the 
direction as shown in the figure above 
to remove the battery. 
 

NOTICE 

Do not amend the battery cover to 
avoid fault. 

 
 
 
 
 

 

 
 
4. Put the battery with positive 
terminal (+) on the top into the battery 
box, then firmly install the key cover 
and insert the mechanical key into the 
electronic intelligent key. 
 

NOTICE 

É Make sure the poles of battery 
are installed properly. 

É Do not operate battery with 
wet hands, which may cause 
rusting. 

É Do not touch or move any 
component or part inside the 
electronic key, other its 

normal function may be 
affected. 

É Pay attention to not bending 
the terminals when inserting 
the battery. The battery box 
shall be free of dust or oil 
taint. 

É Reinstall the key cover firmly. 

 
After battery replacement, check 
whether the electronic intelligent key 
can work normally. If it still cannot 
work, please contact BYD service 
station. 
 
Specification of Electronic 
Intelligent Key 
 
Frequency range: 314.9-315.1 MHz 
Emission power: Ò5500 ɛV/m 
Spurious emission threshold: 
Ò610ɛV/m 
Bandwidth: Ò300 kHz 
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NOTE 

É Without permission, do not 
alter the emission frequency, 
increase the emission power 
(including but not limited to 
adding emission frequency 
amplifiers), equip external 
antenna or use other emission 
antennas. 

É Use of the electronic 
intelligent key should not 
produce any harmful 
interference to any legal 
wireless communication 
services; stop use of it 
immediately if any 
interference is found and do 
not use it until the 
interference has been 
eliminated. 

É When using a micropower 
radio device, it must 
withstandby interference of 
radio services and radiation 
interference from industrial, 
scientific and medical 
devices.  

É 

intelligent key near aircrafts or 
airports. 

 
Intelligent Access and Starting 
System 
 
This system has the following 
function:  
ǒ Wireless remote control function 
(See ñWireless Remote Controlò in 
this Chapter for details.) 
 
ǒ Access function and starting 
function (see ñAccess Function and 
Starting Functionò in this Chapter) 
 
ǒ Steering lock function (refer to 
ñSteering Lock Fuctionò in this 
Chapter. 
 
ǒ Button Starting fuction (for details, 
please see ñHow to Start Engineò in 
this Chapter). 
 
 
 
 
 
 
 

 

WARNING 

ǒ People with heart pacemaker and 
defibrillator shall be kept away 
from antenna of intelligent 
access and starting system, as 
electromagnetic wave may affect 
normal use of these devices. For 
information on position of the 
antenna, please refer to ñAntenna 
Positionò in this chapter. 
ǒ Drivers with heart pacemaker and 

defibrillator and people using 
other medical electronic devices 
shall inquire manufacturer about 
interference posed by 
electromagnetic wave to these 
device.  

Electromagnetic wave may cause 
unexpected results to these 
devices. 
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Access Function 

 

 
Starting Function 

 
 

Access and Starting Function 
 
Intelligent key (electronic or card-type) 
can unlock/lock doors and start 
engine. 
 
Access Function ï unlock/lock doors.  
+ For detailed information, please see 
ñFront Doorò in this Chapter.  
 
Starting function ï when intelligent 
key is in the car, it can switch power 
supply mode and start engine. For 
detailed information, please see 
ñEngine Startingò in this Chapter.  
 

Steering Lock Function 

When the doors are locked through 
wireless remote control or 
microswitch, the steering wheel will 
be locked. 
 
When the key is in the car, if you 
press down ñEngine Start Stopò switch, 
the steering lock will be released 
automatically. If green indicator on the 
ñENGINE START STOPò switch 
flashes, it means steering lock cannot 

be released. To release it, press down 
ñEngine Start Stopò switch and shake 
the steering wheel slightly. If the 
green indicator still flashes, it means 
the steering lock has fault and please 
contact BYD service station for help. 
For details, please see ñStart Engineò 
in this Chapter. 
 

 
Antenna Position 

1 Antenna in carriage  
2 Antenna out of carriage  
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Active Region 
 
After an intelligent key is registered, 
the access and starting engine 
function is available in the active 
region. 
1 Access function active region ï 
some 0.7m m from the handle 
microswitch of the front outer door. If 
the key is too close to door handle or 
window, the access function may not 
be activated. 
2 Starting engine function active 
region ï in carriage. 
If the key is on instrument panel or 
floor, or in trunk or glove box, the 
starting engine function may not be 

activated. 
 

In the following cases, intelligent 
access and engine starting function 
may not work normally: 
 
ǒ When there are facilities nearby 
which give out strong electromagnetic 
wave, such as broadcast tower, 
power plant, radio station and 
telecommunication signal tower. 
ǒ When you take the intelligent key 
together with mobile 
telecommunication devices, such as a 
two-way radio device or cell phone. 
ǒ When the intelligent key is touched 
or covered by metal objects. 
ǒ When you operate the door handle 
quickly. 
ǒ When the intelligent key is close to 
door handle.  
ǒ When somebody else operates 
wireless remote control function on a 
car nearby. 
ǒ When the battery is depleted. (To 
replace battery, please see ñReplace 
Card-type Intelligent Key Batteryò 
and òReplace Electronic Intelligent 
Key Batteryò in this Chapter.) 
ǒ When the intelligent key is near high 

voltage devices or noise-generating 
devices. 
ǒ When you take the intelligent key 
together with a key for intelligent 
access and engine starting system of 
another car or other radio devices. 
ǒ The intelligent key may not work 
normally even in the active region due 
to your location or profile of the car.  
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If you cannot get in the car when the 
intelligent access and keyless starting 
system can not function normally, you 
can use wireless remote control 
function to unlock/lock all doors.   
 
When the intelligent key of another 
car is near to the intelligent key of 
your car, it may take a longer time to 
unlock the doors, which is normal.  
 
Depleted Intelligent Key Battery 
 
If the indicator for electronic intelligent 
key does not flash and its starting 
function cannot start the engine, the 
battery may have depleted. You shall 
replace the battery as soon as 
possible. (Please see ñReplace 
Battery of Electronic Intelligent Keyò in 
this chapter. ) 
In this case, you can start the engine 
with card-type intelligent key. 
 
If the card-type intelligent key is not 
available or also has a depleted 
battery, you can start the engine in the 
following steps:   
1. Step on brake pedal or press down 
ñENGINE START STOPò switch, the 

key position indicator of the intelligent 
key system on the combination 
instrument will turn on with the buzzer 
beeping once.  
2. Put the electronic intelligent key 
near ñENGINE START STOPò switch 
within 30 seconds after the buzzer 
beeps, the buzzer will beeps once 
again, indicating that you can start the 
engine.  
3. Start the engine with 5 seconds 
after the buzzer beeps.   
 
You can also conduct the procedure 
above with a card-type intelligent key 
which has a depleted battery to start 
the engine.  
 
 

 
 
If you cannot access the car or start 
the engine with the card-type 
intelligent key, the battery may have 
depleted. Please replace the battery 
as soon as possible. (Please see 
ñReplace Battery of Card-type 
Intelligent Keyò in this chapter. ) 
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Save Battery Power  
 
The key will communicate with the car 
even when you are not driving the it. 
Do not leave the key near the car 
(within 2m).  
 
If the car is not used for a long time, 
the on-vehicle battery may deplete. To 
prevent battery over discharge, 
please disconnect the negative 
terminal of the battery.  
 
To activate intelligent access and 
starting system again, please make 
any of the following actions:  
 
a. When the intelligent key is available, 
press the microswitch on the door 
handle of the front outer door.  
b. Make radio remote control 
operation.  
 
If an intelligent key receives strong 
electromagnetic wave for long period, 
the battery will run low quickly. 
Intelligent key shall be kept at least 
1m away from the following devices:  
 ǒ TV set 
 ǒ PC 

 ǒ Cell phone charger 
 ǒ Lamp holder 
 ǒ Fluorescent lights 
 

WARNING 

Unauthorized amendment and 
alteration may result in failure of 
some devices.  
 
If intelligent access and starting 
system fails, please contact BYD 
service station. You shall take all 
intelligent keys with you, which are 
required in repairing this system.  
 

Specification of intelligent 

access and starting system 

 
Frequency range: 314.9-315.1 MHz 
Emission power: Ò5500 ɛV/m 
Spurious emission threshold: 
Ò610ɛV/m 
Bandwidth: Ò300 kHz 
 

Specification of intelligent 

access and starting systemô 
transmitter 
 

 

Frequency range: 50-90 KHz 
Emission power: 72dBuA/m (10M, 
maximum value) 
Spurious emission threshold: 
27dBuA/m  (10M, maximum value) 
 

NOTE 

É Without permission, do not 
alter the emission frequency, 
increase the emission power 
(including but not limited to 
adding emission frequency 
amplifiers), equip external 
antenna or use other emission 
antennas. 

É Use of the electronic 
intelligent key should not 
produce any harmful 
interference to any legal 
wireless communication 
services; stop use of it 
immediately if any 
interference is found and do 
not use it until the 
interference has been 
eliminated. 

É When using a micropower 
radio device, it must 
withstandby interference of 
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radio services and radiation 
interference from industrial, 
scientific and medical 
devices.  

É Do not use the electronic 
intelligent key near aircrafts or 
airports. 

 

Front Door 
 

 
 

Unlocking/Locking with 
Mechanical Key 
 
Insert the key into lock hole and rotate 
it. 
Lock up: turn the key clockwise. 
Unlock: turn the key anticlockwise. 
 

 
 
Lock and Unlock 
 
When you enter active region with a 
registered intelligent key (electronic or 
card-type, the former is shown in the 
figure) for the intelligent access and 
starting system, you can lock / unlock 
all doors without using the key.  
 

 
 

Locking Operation 
 
Press down the microswitch button on 
the outer door handle slowly and 
firmly. All doors will be locked at the 
same time. The turn signal lights will 
flash once. 
 
In the following cases the doors will 
not be locked when pressing the 
microswitch.  
ǒ When any door is not closed.  
ǒPressing the locking button while 
opening/closing any door.  
ǒ When the engine is not shut down.  
ǒ When the power supply is at ACC or 
ON.  



BYD L3 AUTO Ownerôs Manual 
 

Keys and car door  1-21 

 

 

 
 

Unlocking Operation 
 
Press down the microswitch button 
on the outer door handle slowly 
and firmly. All doors will be 
unlocked at the same time. The 
turn signal lights will flash twice. 
 
When the doors are unlocked, you 
shall open a door in 30 seconds. 
Otherwise all doors will be locked up 
automatically. 
 
When using intelligent access and 
starting system, check whether the 
doors are unlocked before pulling the 
door handle.   

 
 

Unlocking and locking with 
inside lock knob 
 
Move the lock knob. 
To unlock: pull the knob 
backward 
To lock: push the knob forward 
 
The driverôs door can be opened 
from the inside even if the inside 
lock knob is in the lock position. 
 
 
 
 

NOTICE 

Donôt pull driverô door inside handle 
during driving, otherwise you will 
open the door to cause accident and 
huge injury.   

 

 
 

Unlocking and locking with 
central door lock switch 
Push the switch 
To unlock: push the front of the 
switch. 
To lock: push the rear of the 
switch 
All the doors lock or unlock 
simultaneously. 
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Unlocking and locking the 
door automatically 
 
When the speeds reach to 
20km/h, all doors will be locked 
automatically. 
When you press down the 
ñENGINE START STOPò button, 
and the power switch turn from 
ñONò to ñACCò or ñLOCKò, all 
doors will be opened. 
 

Power Windows 
 

 

Using the switch on the driverôs 
door can control all of the doors. 
 
The ignition key must be in the 
ñONò position. 
 
Operating the driverôs window 

 

Normal operation: lightly push 
down the switch/ push down the 
switch to the end/ pull up the 
switch 
 
To open: lightly push down the 
switch, but not to the end, 
release the switch if you need 
stop the window. 
To close: lightly pull up the 
switch, donôt stop until the 
window closed, just press down 
the switch if you need stop the 
window. 
 

 
 

Automatic operation 
 
Push the switch completely 
down and then release it. The 
window will fully be opened or 
closed. To stop the window 
partway, lightly move the switch 
in the opposite direction and 
then release it. 
 


